
I have had problems with my Brute for well over a year now.  After trying numerous 
fixes, including replacing the vacuum fuel pump, I realized all the problems were caused 
by a lack of fuel.  I searched for a way to install an electric pump and did not find it.  I 
hope this will help others. 
 

1. Purchase a Mr. Gasket part #42s fuel pump.  I found it at AutoZone and 
O’Reilley’s for $44.99.  It can be found online cheaper. 

2. Purchase a universal metal strapping kit.  Found at parts store. 
3. Purchase some type of rubber insulator or foam.  I used some thin rubber strips 

and some foam. (inner tube rubber should work) The foam I used was bedding 
foam found in the camping section at Wal-Mart. 

4. Remove both side panels. 
5. Remove rear fenders. 
6. Remove Electrical center underneath seat. 
7. Remove the OEM vacuum fuel pump and bracket from ATV. 
8. Remove the OEM vacuum fuel pump from the bracket. 
9. You will also disconnect all the vacuum lines from the OEM Pump and the fuel 

valve.  Do not disconnect the vacuum lines from the heads as you will connect 
them together.  You will need to place a vacuum cap over the fuel valve vacuum 
line nipple to keep out dirt. 

10. Carefully cut the plastic housing off the new electric pump. (I guess you know 
there will be no warranty after this)  I used a cut off wheel and cut enough of a 
groove all the way across, on each side, to insert a screwdriver so I could twist 
and bust the plastic.  DO NOT cut into the metal housing of the pump. 
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You will also need a fitting for 1/4" hose.(stock hose) The included filter makes the pump too long.  I used a filter and fitting with 5/16" hose.



11. Cut a piece of rubber or foam to fit the OEM fuel pump bracket. 

 
 
 
 
 

12. Cut a piece of foam to fit about ¾ of the way around the pump and a piece of the 
metal strapping material.  I counted out 7 holes on mine and cut it.  Then strap the 
pump in loosely, twist it to the direction it should go, and tighten down while 
holding the pump in position.  Be sure the inlet and outlet are on the correct sides. 

 



13. Here is a photo of the pump mounted to the bracket from the top.  The second 
photo is where I glued a piece of foam to the bottom in order to create a tight fit to 
the top of the fuel tank in order to hold down vibration.  Wires should be up. 

 

 
 
 
 
 
 



14. Here is the pump mounted on the ATV with a fuel filter installed in the feed line.  
You could choose to just trim a little off the line and connect it with no filter.  The 
feed line for the carburetor will fit with no trimming. 

 
 

15. Once the electrical center is reinstalled, you can run the wires in the channel 
underneath the CDI that leads to the fuses.  There is a 10amp accessory fuse that 
is hot when the key is on.  I connected the red wire to the fused side.  On mine it 
was a brown wire with some blue stripes.  I also changed the fuse to a 20amp.  I 
grounded the black wire to the bolt next to the fuses that holds down the electrical 
center.  You can see it in the picture.  Thanks to VFORCEJOHN for these 
connection instructions under his mod for the SRA Brutes. 
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Ground Wire



 
16. I also connected the vacuum hoses from each head together to create a mini 

crossover.  Again, thanks to VFORCEJOHN. 

 
17. Turn the fuel valve to the PRI position.  Place a vacuum cap over the vacuum line 

nipple after the vacuum line is removed in order to keep out dirt. 

 
 
 
Hope this helps, 
Jack Douglass 
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